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Important Notice to Purchaser: JTAPE MAKES NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. User is responsible for determining whether the JTAPE product is fit for a 
particular purpose and suitable for user’s application. Please remember that many factors can affect the use and performance of a JTAPE Automotive product in a particular application. The materials to be bonded to the product, the conditions in which the product is used, and the time and 
environmental conditions, in which the product is expected to perform are among the many factors that can affect the use and performance of a JTAPE Automotive product, some of which are uniquely within the user’s knowledge and control. It is essential that the user evaluate the JTAPE 
Automotive product to determine whether it is fit for a particular purpose and suitable for user’s methods of application. Limitation of Remedies and Liability: If the JTAPE product is proved to be defective. THE EXCLUSIVE REMEDY, AT JTAPE’S OPTION, SHALL BE TO REFUND THE PURCHASE PRICE 
OF OR TO REPAIR OR REPLACE THE DEFECTIVE JTAPE PRODUCT. JTAPE shall not otherwise be liable for loss or damages, whether direct, indirect special, incidental, or consequential, regardless of the legal theory asserted, including negligence, warranty, or strict liability.

To see a full tutorial on how  
to use this product, simply scan  
the QR code with the camera  
on your smart phone.

STEP 1 
Apply the tape to the gap 
smaller side first. Locate 
the tape in the gap so that 
it sits in the central groove. 
Leave the larger section 
of the tape extended.

STEP 2
Secure at the top 
and bottom.

STEP 3
Adjust back around bare 
metal and filler areas 
to ensure coverage.

STEP 4
Prime the desired areas.

STEP 5
Remove prior to colour 
application while the 
primer is soft.

DIRECTIONS FOR USE:

PRIMESHIELD
PART NO. 1015

AREAS OF APPLICATION

 9 A, B and C Post
 9 Bonnet/Hood
 9 Boot/Trunk


