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Carrier Polyester Film

Adhesive High Temperature Silicone

Colour Green or Orange

Packaging Sleeve of 60 discs, 20 discs per sheet

Adhesive Thickness 38 micron

Total disc thickness without liner 88 micron

Temperature 200°C

Diameter 18 mm

Package Dispenser box - 500 Stickers

Temperature range up to 200°C

Tensile Strength 8.8 kg/cm

Adhesion to steel 11 g/cm 

Product Description 
The fast and sure way to save time masking integrated parking sensors and rubber seals. JTAPE Parking Sensor Masking Discs are specially 
designed to mask parking sensors without the need for removal. Our adhesive cover protects the sensor throughout the repair process 
preventing damage from sanding, painting and polishing. This saves time and also reduces the risk of problems or malfunctions with
the sensors afterwards.

Important Notice To Purchaser
JTAPE makes no warranties, express or implied, but not limited to, any implied warranty of merchantability or fitness for a particular 
purpose. User is responsible for determining whether the JTAPE product is fit for a particular purpose and suitable for user’s application. 
Please remember that many factors can affect the use and performance of a JTAPE automotive product in a particular application. The 
materials to be bonded to the product, the conditions in which the product is used, and the time and environmental conditions, in which 
the product is expected to perform are among the many factors that can affect the use and performance of a JTAPE automotive product, 
some of which are uniquely within the user’s knowledge and control. It is essential that the user evaluates the JTAPE automotive product to 
determine whether it is fit for a particular purpose and suitable for user’s methods of application.

Limitation Of Remedies And Liability
If the JTAPE product is proved to be defective. The exclusive remedy, at JTAPE’s option, shall be to refund the purchase price of or to repair 
or replace the defective JTAPE product. JTAPE shall not otherwise be liable for loss or damages, whether direct, indirect special, incidental, 
or consequential, regardless of the legal theory asserted, including negligence, warranty, or strict liability.

Shelf Life
One year from date of receipt by customer when stored at 22°C (72°F) and 50% relative humidity.

Performance Properties
Values shown are typical values and not to be used for specifi cation purposes.
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