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PRODUCT Description 

JTAPE Printed Packaging Tape has a specially treated top surface allowing it 

to be printed with logos, custom artwork, hazard-patterns, etc., bespoke to 

customer requirements. Offers excellent adhesion in normal ambient 

temperatures and strong, long-lasting adhesion when used for carton sealing. 

 

 

 

PRODUCT Construction 

 

 

 

 

 

SHELF LIFE  

12 months from date of receipt by customer when stored at 24°C ±6°C (65°F ±10°F) and 60% relative humidity. 

PHYSICAL PROPERTIES  

Values shown are typical values and should not be used for specification purposes. 

Carrier BOPP 

Adhesive Acrylic (Water-based)  

Colour Customisable printing options available 

Thickness 49µm / 0.049mm (±10%) 

Width 48mm (±5%) other widths available on request. 

Length 66m (±2%) other lengths available on request. 

PERFORMANCE PROPERTIES  

Values shown are typical values and should not be used for specification purposes. 

Peel Adhesion 5.8N/25mm    [ASTM-D1000] 

Elongation at Break 150% 

Tensile Strength 44N/cm 

Application Temperature 16°C to 24°C  (60°F to 75°F) 

 

 

  

  

 

 

 1131  

Adhesive 

Carrier 

Custom Print 


